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FOR ELEVATIONS SEE 
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POWDER ROOM FLOOR PLAN1

B-2

VEZR271834*L

W2442 BUTT

B-1

SCALE: N/A
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18"
18"
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B-1 SINK BASE BOTTOM DRAWER

34½”

VSB241834R*BD – 2EA

18"

24"

VBD121834*4
B-2 BASE FOUR DRAWER TOTAL 3EA

34½” 18"

12"

B-3 BASE EASY REACH

KRAFTMAID CABINETS SCHEDULE

B-4
SAME AS B-3 RH DOOR

VEZR271834*R

W-1 WALL DOUBLE DOOR

42"

12"

24"

W-2 WA2442*L

34½”

WALL ANGLE 12" DEEP

42"

SPECIFICATIONS

KOHLER FIXTURES

P-1

K3519

PRESSURE ASSIST

K2906-8

CAST IRON

16¼” 19¼”

K10273-4CP

8" CENTER
P-3

P-2

8"

VANITY COUNTER

SCALE: N/A

SCALE: N/A

2' 1'
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3
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/-

VANITY 

COUNTER

8
'-
0
"

SCALE: N/A

B-2
B-2

B-3

W-1
W-2

P-1

B-1

P-2

P-3

B-2
B-4

BB

C

C

D D

BB

B-2
CC

B-2

DD

B-2

P-1

S N

E

W

NOTE: The K2906-8 

lavatory is designed to fit 

18" base cabinets 
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4'

14'-0"

18"24"5'-0"18"24"24" 4'

4
'-
0
" 9
'-
2
"
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4
'-
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"

3'-0"

5'

W4242 

B-2

BASE FOUR DRAWER 

34½” 21"

18"

KRAFTMAID CABINETS SCHEDULE

W-1
WALL DOUBLE DOOR

42"

12"

42"

SPECIFICATIONS

KOHLER FIXTURES

P-1

K3519

PRESSURE ASSIST

K2906-8

CAST IRON

16¼” 19¼”

K10273-4CP

8" CENTER
P-3

8"

BB
A A

1

B1 SCALE: n/a

24" POCKET DOOR

VSB602134 •4

PAGE G4

BASE CABINET

K-1160-LA-0

L 60", H 21", W 60" 

5' WHIRLPOOL BATH

Vanity Hamper 

Linen Cabinet

VHL

Base Bottom Drawer

21"

2
4
"

21"

2
1
"

42"

5'-0"

VHLCT182188 R

PAGE G17

81"

VERIFY IN FIELD 

DIMENSIONS AND 

LOCATION OF EXISTING 

AND NEW FEATURES 

SHOWN ON THIS DRAWING 

ARE FOR THE INSTALLERS 

CONVENIENCE ONLY. THE  

INSTALLER IS SOLELY 

RESPONSIBLE TO VERIFY IN 

THE FIELD ALL 

DIMENSIONS, SITE 

CONDITIONS, THE SIZE AND 

LOCATION OF NEW WALLS –

WINDOWS,  ETC. PRIOR TO 

CONSTRUCTION AND 

ORDERING OF MATERIALS.

SCALE: N/A

BB

B1

VSB242134*BD

B-1

W-1

MASTER BATHROOM

K-8659-0

K-706015-L-SH

P-2

P4

P5

P4

P6

P6

P5 P-1

P-1

34½” 21"

18"
B3 B4

60"

B4 B3 B-2B-2B3B3

SCALE: N/A

AA

B1

24"

B-1

B2
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S 0

CODE:

 INTERNATIONAL BUILDING CODE, 2012 EDITION.

 STANDARD:  ASCE 7-10

                                                                DESIGN LIVE LOADS: 

ROOF 

SNOW DRIFT

FLOOR 40 PSF 

WIND: 

Pg = 50 PSF, Pf = 40 PSF

I = 1.0, Ce = 1.0, Ct = 1.0

ASCE 7-10, CHAPTER 7

100 MPH 3)SECOND GUST

EXPOSURE B__

BUILDING CATEGORY II, I = 1.0

(GCpi) = 0.18, qh = 16 PSF

I = 1.0, SEISMIC USE GROUP II

Ss = 1.517, S1 =0.568

SOIL SITE CLASS D

Sds = 1.00, Sd1 = 0.60,

SEISMIC DESIGN CATEGORY D_

BASIC SEISMIC FORCE RESISTING SYSTEM:

BEARING/WOOD SHEAR WALLS

Cs = 0.156, R = 6.5, OMEGA = 3.0

V BASE = 18.4 K,

EQUIVALENT LATERAL FORCE ANALYSIS

1. DESIGN CRITERIA 

A. DESIGN AND CONSTRUCTION OF ALL CAST-IN-PLACE CONCRETE WORK SHALL 

CONFORM TO ACI

318 BUILDING CODE AND CRSI MANUAL OF STANDARD PRACTICE.

B. CONCRETE SLAB CONSTRUCTION TO BE PROVIDED PER MORE STRINGENT 

REQUIREMENTS OF

GEOTECHNICAL REPORT OR CONSTRUCTION DOCUMENTS.

C. DESIGN MIXES SHALL BE IN ACCORDANCE WITH ASTM C94.

1. STRENGTH TO BE MIN. 3,000 PSI AT 28 DAYS FOR FOOTINGS AND WALLS.

2. STRENGTH TO BE MIN. 3,500 PSI AT 28 DAYS FOR SLABS ON GRADE.

3. STRENGTH TO BE MIN. 4,000 PSI AT 28 DAYS FOR COLUMNS, BEAMS, EXTERIOR 

CONCRETE,

STRUCTURAL SLABS, CONCRETE FILLED METAL DECK AND PRECAST TOPPINGS.

4. SLUMP SHALL NOT EXCEED 4".

5. ALL CONCRETE EXPOSED TO WEATHER SHALL BE AIR-ENTRAINED WITH 4-7% AIR 

CONTENT.

NO OTHER ADMIXTURES SHALL BE USED WITHOUT APPROVAL.  CALCIUM CHLORIDE SHALL 

NOT BE USED.

VERIFY ALL DIMENSIONS, MEMBER SIZES AND CONDITIONS PRIOR TO COMMENCING ANY WORK. 

ALL DIMENSIONS OF EXISTING SHOWN ON THE DRAWINGS ARE INTENDED AS GUIDELINES ONLY 

AND MUST BE VERIFIED. 

5. SHEATHING:

SHEATHING GRADE ) CD EXPOSURE 1 WITH EXTERIOR GLUE LAID FACE GRAIN PERPENDICULAR TO SUPPORT.

ROOF SHEATHING – 5/8" THICK, 40/20 SPAN RATING.

WALL SHEATHING – 15/32" THICK, 24/0  SPAN RATING.

FLOOR SHEATHING – 3/4" THICK, 48/24 SPAN RATING T & G EDGES.

FLOOR UNDERLAYMENT – 3/8” THICK, 24/O SPAN RATING.

PROVIDE 2x4 BLOCKING AT ALL UNSUPPORTED WALL PANEL EDGES. GLUE FLOOR SHEATHING TO ALL

SUPPORTS WITH ADHESIVE COMPLYING WITH APA AFG01, AT A 50 PERCENT SKIP PATTERN AND A 3/16" DIA. 

BEAD MINIMUM.

FOR SHEARWALL NAILING SEE SHEARWALL SCHEDULE

NAILING AT ALL OTHER PANEL EDGES AND AT ALL STUDS WITH HOLDOWNS IS AS FOLLOWS:

ROOF SHEATHING ) 10d @ 6" OC,

WALL SHEATHING ) 8d @ 6" OC,

FLOOR SHEATHING ) 10d @ 6" OC.

NAILING AT ALL PANEL INTERMEDIATE SUPPORTS OTHER THAN STUDS WITH HOLDOWNS IS AS FOLLOWS:

ROOF SHEATHING ) 10d @ 12" OC,

WALL SHEATHING ) 8d @ 12" OC,

FLOOR SHEATHING ) 10d @ 12” OC.

LUMBER VISUALLY GRADED AND STAMPED PER WWPA STANDARD GRADING RULES. MOISTURE CONTENT OF LUMBER 2" OR LESS IN 

THICKNESS ) 19 PERCENT MAXIMUM. STRUCTURAL LIGHT FRAMING – HEM)FIR SPECIES, #2 GRADE OR BETTER, Fb =850 PSI (978 PSI 

REPETITIVE). POSTS AND TIMBERS ) DFL SPECIES, #1 GRADE OR BETTER, Fc = 1000 PSI. MINIMUM NAILING FOR CONNECTION OF VARIOUS 

COMPONENTS PER TABLE 2304.9.1 OF THE IBC. TREAT WOOD BEARING ON OR WITHIN 1" OF MASONRY OR CONCRETE WITH PRESERVATIVE. 

USE MILD STEEL PLATE WASHERS AT ALL BOLT HEADS AND NUTS BEARING ON WOOD. ATTACH FOUNDATION PLATES AND SILLS TO CONCRETE 

AND MASONRY WITH GALVANIZED A307 BOLTS. USE COMMON NAILS ONLY. USE HOT)DIPPED GALVANIZED FASTENERS IN ALL PRESERVATIVE 

TREATED AND FIRE RETARDENT TREATED WOOD. USE GALVANIZED FRAMING HARDWARE MANUFACTURED BY SIMPSON COMPANY OR 

APPROVED EQUAL

MINIMUM NAIL SIZES – 8d COMMON – 0.131" DIA X 2 ﾽ"
10d COMMON – 0.148" DIA X 3"

16d COMMON – 0.162" DIA X 3 ﾽ"

STRUCTURAL NOTES

TRUSSES SHALL BE DESIGNED, FABRICATED, ERECTED, AND BRACED IN ACCORDANCE WITH LATEST EDITION OF THE WTCA/TPI BCSI 1 

BOOKLET. THE TRUSS MANUFACTURER SHALL PROVIDE DRAWINGS & INSTRUCTION TO FIELD CONSTRUCTION PERSONNEL INDICATING 

PROPER ERECTION PROCEDURES OF TRUSSES AND INSTALLATION OF CONNECTIONS AND ANY BRIDGING AND BRACING.   SEE ROOF 

FRAMING PLAN BY MANUFACTURER FOR TRUSS ORIENTATION AND LOCATIONS. SEE STRUCTURAL FOR ALL TRUSS PROFILES AND 

DIMENSIONS. TEMPORARY BRACING SHALL BE LEFT IN PLACE AND SERVE AS PART OF THE PERMANENT BRACING SYSTEM. PERMANENT 

CONTINUOUS LATERAL BRACING, INDICATED BY THE TRUSS DESIGNER, WILL BE REVIEWED DURING THE SHOP DRAWING PHASE. 

DIAGONAL STRUTS AND CONNECTIONS INDICATED ON SHOP DRAWINGS SHALL BE APPLIED UNLESS NOTIFIED IN WRITING BY THE 

STRUCTURAL ENGINEER OF RECORD. TRUSS DESIGNER SHALL DESIGN TRUSS TO MINIMIZE CONTINUOUS LATERAL BRACING REQUIRED 

TO BE INSTALLED IN THE FIELD. TRUSS DESIGNER SHALL PROVIDE ALL CONNECTION DESIGN FOR TRUSS TO TRUSS CONNECTIONS. 

MINIMUM TOP AND BOTTOM CHORDS SHALL BE 2X6 WITH WEBS BEING 2X4. PROVIDE GABLE END TRUSSES WITH VERTICALS FACE 2X4 

PARALLEL TO WALL AT 16” O.C.  TRUSS MANUFACTURER SHALL SUBMIT A TRUSS PLACEMENT DRAWING INDICATING THE FOLLOWING: 

SLOPE, SPAN, SPACING, TRUSS NUMBER THAT CORRESPONDS TO TRUSS DESIGN DRAWING. LOCATION OF PERMANENT LATERAL 

BRACING. (ALTERNATIVE: LOCATION OF BRACING SHALL BE INDICATED ON THE TRUSSES BY EITHER A TAG OR A PAINT MARK.) TRUSS 

DESIGN DRAWINGS/CALCULATIONS SHALL BE BASED ON DESIGN CRITERIA SPECIFIED HEREIN. 

7. WOOD TRUSS

6. STRUCTURAL SAWN LUMBER:

4. OPENING 

3. DIMENSIONS ON DRAWINGS

2. 

SEISMIC  

CONCRETE

OPENINGS OF THE STRUCTURE SHALL BE FRAMED AS FOLLOWS:

-WIDTHS LESS THAN 6'-0" WIDE SHALL BE FRAMED WITH(1) 2X KIND STUD AND (1) 2X TRIMMER 

STUD EACHE SIDE OF THE OPENING (UNLESS OTHERWISE NOTED ON PLANS) -WIDTHS 

GREATER THAN 5'-0" BUT LESS THAN 8'-0" SHALL HAVE (2) 2X KING STUDS AND (2) 2X TRIMMER 

STUDS EACH SIDE OF THE OPENING. (FULL TRIMMER METHOD)

Wood Deck Construction Guide: W

scope of the International Residential Code shall be constructed in accordance with the 

and 3 of the guide: https://www.awc.org/codes-standards/publications/dca6

UNLESS NOTED OTHERWISE
130 MPH - ULT
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SECOND FLOOR FRAMING PLAN

Scale: 1/8" : 1'-0"

9-1
/2"
  B
CI
 65
00

CL

3
2
'-
0
"

VERSA-LAM 1.7 2650
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S1

FIRST FLOOR FRAMING PLAN

Scale: 1/8" : 1'-0"

4X12 BEAM

(TYPICAL)

NOTE: THIS IS A CONCEPT & AS-BUILT DRAWING. IN NO EVENT WILL 

NUSHAGAK CONSULTANTS  (NAKCO) BE LIABLE FOR ANY INCIDENTAL, 

PUNITIVE, SPECIAL OR CONSEQUENTIAL DAMAGES ARISING DIRECTLY 

OR INDIRECTLY FROM THE CONSTRUCTION OR USE OF THIS DRAWING. 

NAKCO EXPRESSLY ACCEPTS NO LIABILITY OF ANY KIND FOR THE 

CONTENTS ON THIS DRAWING.

VERIFY IN FIELD DIMENSIONS AND LOCATION OF EXISTING AND NEW 

FEATURES SHOWN ON THIS DRAWING ARE FOR THE INSTALLERS 

CONVENIENCE ONLY. THE  INSTALLER IS SOLELY RESPONSIBLE TO 

VERIFY CODE COMPLIANT AND IN THE FIELD ALL DIMENSIONS, SITE 

CONDITIONS, THE SIZE AND LOCATION OF NEW WALLS – WINDOWS,  

ETC. PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS.

EXISTING

EXISTING

4
'-
2
 3
/4
"
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D

SIMPSON RPBZ 

RETROFIT POST BASE 

(TYPICAL)

2

S4

FOUNDATION

WALL
ANCHOR 

BOLT
GRADE LINE

SILL
PLATE

1

1

2

2 2

2

3

3

3

3

3
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'-
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/-
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"
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4
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2
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2

3

4

2

S-4

4
PONY WALL TO SUPPORT BEARING WALL
ON FIRST FLOOR; SEE           DETAILS

5 5

5 4X4 ALL WEATHER WOOD PIER ON CONCRETE
PAD TO SUPPORT 5X12 BEAM ON SECOND FLOOR

2

S1A

1

A1
SEE FOR BEAM LOCATION

2 S
4

2 S
4

2

S4

12'-7" +/-

OR BEAM & PIER
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FOOTING

CMU
BLOCK

HDU5-SDS2.5 HOLD DOWN (TYPICAL)

1/2”x7 " ANCHOR 
GALVANIZED 
BOLT WITH 
HBPS58 USP 
WASHER
(TYPICAL)

(3) 2x12 HEADER BEAM (3) 2x12 HEADER BEAM

H1

S2 N.T.S

1

1 1 1

N.T.S

5/8”x18 " 
ANCHOR 
GALVANIZED 
BOLT SIMPSON 
SSTB16 WITH 
HBPS58 USP 
WASHER
(TYPICAL)

REBAR

VARIES

BLOCKING
2"x 6"

TIE W/10D NAILS 
SIMPSON MSTA 24 STRAP

 BOTH SIDES 

GARAGE 
HEADER

TOP 
PLATES

FASTEN 15/32 OSB SHEATHING TO 
TOP PLATES WITH 2 ROWS OF 16d SINKER 
NAILS @ 3" O.C.

FOR PANEL SPLICE 
PANEL EDGES
SHALL BE BLOCKED, AND 
OCCUR WITHIN 24" OF
MIDHEIGHT.ONE ROW OF TYP.
SHEATHING TO FRAMING
NAILING IS REQUIRED.

2X6 
STUDS

SHEARWALL 
PANEL WITH 8d 
NAILS @ 3" O.C.

2

222

N.T.S

BEAM

3
N.T.S

SIMPSON MSTA24 STRAP
TIE W/10D NAILS OVER 
SHEATHING

3
33

NOTE: THIS IS A CONCEPT & AS-BUILT DRAWING. IN NO EVENT WILL NUSHAGAK CONSULTANTS  (NAKCO) BE LIABLE FOR ANY INCIDENTAL, 

PUNITIVE, SPECIAL OR CONSEQUENTIAL DAMAGES ARISING DIRECTLY OR INDIRECTLY FROM THE CONSTRUCTION OR USE OF THIS DRAWING. 

NAKCO EXPRESSLY ACCEPTS NO LIABILITY OF ANY KIND FOR THE CONTENTS ON THIS DRAWING.

VERIFY IN FIELD DIMENSIONS AND LOCATION OF EXISTING AND NEW FEATURES SHOWN ON THIS DRAWING ARE FOR THE INSTALLERS 

CONVENIENCE ONLY. THE  INSTALLER IS SOLELY RESPONSIBLE TO VERIFY CODE COMPLIANT AND IN THE FIELD ALL DIMENSIONS, SITE 

CONDITIONS, THE SIZE AND LOCATION OF NEW WALLS – WINDOWS,  ETC. PRIOR TO CONSTRUCTION AND ORDERING OF MATERIALS.

NOTE: AN OPTION TO THIS GARAGE 

SHEAR TRANSFER WITH HEADER 

BEAM WOULD BE TO INSTALL:

AS DELINEATED ON: 1

S2A
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S 2A

5.75" PORTAL WALL SECTION

SINGLE & DOUBLE PORTAL ASSEMBLY

HEADER SUPPORT POST

POST TO STRONG-WALL
(3)-LTP4 AT SUPPORT

8' MIN. 16' 4" MAX.

COLUMN BASE

POST
16' 4" MAX.

C BEAM SPLICE

AT BEAM TO POST
LSTA24 STRAP (MIN.)

SINGLE PORTAL SYSTEM DOUBLE PORTAL SYSTEM

DRAG TIE ACROSS BEAM SPLICE

MIN. HEADER 

L

SDS1/4"x6" SCREWS

FULL LENGTH GARAGE HEADER

SHEATHING TO HEADER

MINIMUM SIZE SHALL BE:

SEE DET.

TOP PLATES OF 

STRONG-WALL

10 ga. STRAP-SEE 

DET.
SEE ICC REPORT.

ALTERNATE HEADERS ALLOWED.

5 1/8 X 12 GLB

6 x 12 DFL

5¾”

PORTAL WALL SILL

ANCHOR BOLT
5/8" DIAMETER

HDQ8 HOLDOWN
PRE-INSTALLED 

BEARING PLATE W/

WITH WALL.

SCREWS PROVIDED
SDS 1/4 x 2 1/2"

VISIBLE FOR

PLATE WASHER

WITNESS HOLES

COUPLER NUT

ALL THREAD ROD

INSPECTION

NUT AND

STRONG-WALL POST.

STUD SHOE NOT 

SHOWN FOR 

CLARITY

Simpson Wood Strong-Wall  Structural Details

Scroll down to: Anchorage and installation details for garage portal applications.

NOTE: FOR MORE COMPREHENSIVE  DETAILS GOOGLE: 

TOP OF WALL CONNECTION

SDS 1/4" X 6" SCREWS

AGAINST STRONG-WALL
POSITION HEADER FLUSH

SHEATHING.

NOTE:

WALL, BUT IS NOT REQUIRED

1/2" SHIM IS PROVIDED WITH
NAILS OR (10) 16d SINKER
NAILS AT TOP AND BOTTOM

WITH (10) 10d COMMON
TO POST & HEADER

FIELD NAIL 10ga STRAP

STRAP WHEN HEADER IS 3-1/8 GLB
USE 3/8 PLYWOOD/OSB SHIM UNDER 

OF EACH STRAP.

4"

HEADER

4"

3

S2A

TOP OF WALL CONNECTION

NAILS OR 16d SINKERS AT LOCATIONS 

AT HEADER, FIELD NAIL THRU SHEATHING

AND METAL STRIP WITH 10d COMMON

T
H
IS
 P
O
IN
T
.

F
IE
L
D
 N
A
IL
 

A
B
O
V
E

TOP OF PANEL

PERIMETER METAL

PANEL SHEATHING

HEADER 

U-CHANNEL

MARKED BY PAINTED DOTS

1
1
"

1

S2A N.T.S

2

S2A N.T.S

4

S2A N.T.S

3

S2A N.T.S

0

S2A N.T.S

4

S2A

2

S2A

0

S2A

SEE DET.

MADE BY A QUALIFIED  STRUCTURAL ENGINEER.
THESE DRAWINGS AND THE INSTALLATION GUIDE SHOULD ONLY BE

MODIFICATIONS TO THIS PRODUCT AND ASSOCIATED
TO THESE DRAWINGS AND THE STRONG-WALL INSTALLATION GUIDE.

SYSTEMS OR CHANGES IN THE INSTALLATION METHODS SHOWN ON

INSTALLATION OF THIS PRODUCT SHALL BE DONE IN STRICT CONFORMANCE
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S 3

GRAVEL, COARSE SAND,
OR CRUSHED STONE FILL COMPACT2

'-
6
" 

6
"

M
IN

1'-O”

MIN
6"

8X8X16 CMU BLOCK½” X7" DIA. GALVANIZED BOLT 
W/ 3X3X¼” WASHER

4" FORTA FERRO  FIBER CONCRETE (NO WIRE MESH)

#5 REBAR VERTICAL @ 8" OC 

2" RIGID INSULATION TYPE IV 
EXTRUDED POLYSTYRENE  

#4 REBAR @ 24" OC

#5 REBAR AS SHOWN (TYPICAL)2" RIGID INSULATION TYPE IV 
EXTRUDED POLYSTYRENE  

SIDING

GARAGE MONOLITHIC EDGE SLAB DETAIL
1 N.T.S

PERIMETER
FOUNDATION

HORIZONTAL INSULATION

BOTTOM
PLATE

WALL
STUDS

VERTICAL
INSULATION

2 N.T.S

80"

80"

48"
36"

RIGID INSULATION EXTRUDED POLYSTYRENE  PLAN

2

S3

GARAGE MAIN 
BUILDING

3 N.T.S
#5 REBAR PLACEMENT CMU BLOCK

3

S8

#5 REBAR VERTICAL @ 8" OC (TYPICAL)

4
N.T.S

SECTION A-A

5
N.T.S

ISOMETRIC VIEW GARAGE SLAB & FOUNDATION

GARAGE 
SLAB

SEE 5

S3
FOR

DETAILS THIS AREA

1

S3

FOUNDATION WALL SEE 2

S4

NOTE: FOUNDATION 
WALL SHOWN WITHOUT 
WALL FOR CLARITY

SECURE MONOLITHIC EDGE INTO 
FOUNDATION WALL WITH #5 REBAR  
AS SHOWN (TYPICAL) USE HIGH 
STRENGTH ANCHORING EPOXY

MONOLITHIC EDGE

 A-A

 A-A

TOP VIEW

PROTECTIVE BOARD 2"X2' DEPTH 

FP ULTRA LITE FOUNDATION 

INSULATION PANELS W/DRIP CAP 

FLASHING

NOTE: THIS IS A CONCEPT & AS-BUILT DRAWING. IN 

NO EVENT WILL NUSHAGAK CONSULTANTS  

(NAKCO) BE LIABLE FOR ANY INCIDENTAL, PUNITIVE, 

SPECIAL OR CONSEQUENTIAL DAMAGES ARISING 

DIRECTLY OR INDIRECTLY FROM THE 

CONSTRUCTION OR USE OF THIS DRAWING. 

NAKCO EXPRESSLY ACCEPTS NO LIABILITY OF ANY 

KIND FOR THE CONTENTS ON THIS DRAWING.

VERIFY IN FIELD DIMENSIONS AND LOCATION OF 

EXISTING AND NEW FEATURES SHOWN ON THIS 

DRAWING ARE FOR THE INSTALLERS CONVENIENCE 

ONLY. THE  INSTALLER IS SOLELY RESPONSIBLE TO 

VERIFY CODE COMPLIANT AND IN THE FIELD ALL 

DIMENSIONS, SITE CONDITIONS, THE SIZE AND 

LOCATION OF NEW WALLS – WINDOWS,  ETC. PRIOR 

TO CONSTRUCTION AND ORDERING OF MATERIALS.
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TYPICAL EXTERIOR FOUNDATION2

S-4 N.T.S

 PER MUNCIPALITY OF ANCHORAGE HANDOUT RD.01

NOTE: THIS IS A CONCEPT & AS-BUILT DRAWING. IN 

NO EVENT SHALL NUSHAGAK CONSULTANTS  

(NAKCO) BE LIABLE FOR ANY INCIDENTAL, PUNITIVE, 

SPECIAL OR CONSEQUENTIAL DAMAGES ARISING 

DIRECTLY OR INDIRECTLY FROM THE 

CONSTRUCTION OR USE OF THIS DRAWING. NAKCO 

EXPRESSLY ACCEPTS NO LIABILITY OF ANY KIND 

FOR THE CONTENTS ON THIS DRAWING.

VERIFY IN FIELD DIMENSIONS AND LOCATION OF 

EXISTING AND NEW FEATURES SHOWN ON THIS 

DRAWING ARE FOR THE INSTALLERS CONVENIENCE 

ONLY. THE  INSTALLER IS SOLELY RESPONSIBLE TO 

VERIFY CODE COMPLIANT AND IN THE FIELD ALL 

DIMENSIONS, SITE CONDITIONS, THE SIZE AND 

LOCATION OF NEW WALLS – WINDOWS,  ETC. PRIOR 

TO CONSTRUCTION AND ORDERING OF MATERIALS.

JOIST

BLK’S 4'-0" O.C.

5/8"

48"

RETARDEN
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3

S6

FRIG

HW

BEDROOM

Open wall

New beam

New door

UP

NEW 

PONY 

WALL

12'-+/-

9
'-
+

/-

8
'-
6
"-

+
/-

SUB 2ND  FLOOR HEIGHT

6
" 1

"

1"
+/-

10½”

30
O

5
' 
+

/-

40" +/-

8'-+/-

3
4
" 

+
/-

SCALE: N/A

1
3
'-
8
" 

+
/-

1
2
'-
0
" 

+
/-

UP

NEW 

HEADER

40"

DOOR

1

S5

2

S5

C
68" R0

1

A3

LA
U
N
D
R
Y

F
R
IG

O
V
E
N

D
W

1

A4

F
R
IG

F
R
E
Z

WASH

D
R
Y

OFFICE
FOYER

DINING

LIVING

BREAKFAST BAR

POWDER

OFFICE

WALKIN

CLOSET

UP

8'-0"

1

S5

2O
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2X4 BOTTOM 
CHORD BRACING

2X4 DIAGONAL 
BRACING (TYPICAL)

2x4 BRACE @ 4'-O” O.C. 
(TYPICAL)

1
GABLE END BRACING DETAIL

N.T.S

2'-0"

A

A

SIMPSON LU24

GABLE ENDWALL

2X4 OUTLOOKER

4" O.C NAIL 
SPACING

REQUIRED 
BLOCKING

ROOF 
SHEATHING 4' PERIMETER ZONE

PANEL EDGE 
NAILING

3
SECTION A-A  RAKE OUTLOOKER

N.T.S

2
TRUSS DIAGONAL “X” AND CHORD BRACING 

N.T.S

SEE ROOF PLAN

3

S6

ROOF DIAPHRAGM NAILING SCHEDULE

TRUSSES @ 24" O.C.(TYPICAL)

ROOF SHEATHING 5/8" 

CDX APA RATED EXP.1 

BLOCK ALL EDGES

NO SCALE

NOTE : 2x4 “X” VERTICAL  BRACING APPROXIMATE AS SHOWN  AND PERMANENT BRACING OF TRUSS CHORDS & WEB MEMBERS SHALL BE 

INSTALLED IN ACCORDANCE WITH BCSI, SBCA & TPI PUBLICATION JUNE 2006 BCSI-B3. THE TRUSS MANUFACTURER SHALL PROVIDE 

INSTRUCTION TO FIELD CONSTRUCTION PERSONNEL INDICATING PROPER ERECTION PROCEDURES OF TRUSSES AND INSTALLATION OF 

CONNECTIONS AND ANY BRIDGING AND BRACING.  

4

2X6

2X6 2X6 

BLOCKING

2X6

OUTRIGGER

2X6 2X6 2X6


